
K-567

• 9lb inline chlorine feeder
• Dispenseur de chlore en ligne 4kg
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Lid
Body
Dial control valve
Drain plug
Outlet adapter
Inlet adapter
Clamp (2x)
Teflon tape
Tube (2x)
Compression nut (4x)
Saddle fitting (2x)
Gasket (2x)

Couvercle
Corps
Vanne de régulation à cadran
Bounchon d’écoulement
Adaptateur de sortie
Adaptateur d’entrée
Collier de serrage (2x)
Ruban Teflon
Tuyau (2x)
Ecrou de compression (4x)
Fixation sellier (2x)
Joint (2x)
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INSTALLATION AND OPERATING INSTRUCTION
YOUR AUOMATIC CHLORINE FEEDER is designed for installation in the return line (K-567) to your pool or next to (K-568)
your filter system. When next to your filter system, it operates by the pressure differential of the system, which draws water
trough the feeder.  It uses slow dissolve Trichloro-S-Triazinetrione (Tri-Chlor) large or small tablets (or sticks) ONLY.  No 
other type of chemicals should ever be used in your chlorine feeder. Your automatic chlorine feeder holds up to 18 
large (Ø3”) tablets (about 9lbs.) and has a dial type control valve to regulate the rate of water flow trough the chlorine 
feeder. This large capacity feature, under normal conditions, should provide a minimum of two weeks chlorination for 
large pools.  By regulating the valve setting between FULL (more chlorine) and OFF (no chlorine) and the amount of 
Tri-Chlor tablets you place in the feeder, you can easily adjust the chlorine feed rate that is necessary to maintain the 
proper chlorine residual for your pool.

CAUTION – READ CAREFULLY
This chlorine feeder is designed to use Trichloro-S-Triazinetrione tablets - slow dissolving type.  NEVER MIX with other 
types of chlorine or chemicals.  Explosion or fire may result.  Exercise extreme caution when opening or servicing your 
feeder.  Always shut off pump and available valves before opening.  Do not inhale fumes from any chemical feeder or 
container.  Protect your eyes, skin and clothing from chemicals at all times.  NEVER open chlorinator when pump is running.
To prevent build up gas in chlorine feeder, be sure pool return line valve(s) is kept open - except when opening/servicing
unit.  Always read label and carefully follow chlorine manufacturer's and dealer’s recommendations for proper water 
conditioning and daily chlorine requirements for your particular pool and area.

DIRECTIONS FOR USE
Before start up of your chlorine feeder, your pool/spa should be properly conditioned and have a chlorine residual of 
approximately 1.1 to 1.5ppm. Follow dealer and chemical manufacturer's directions and instructions. The chlorine demand 
for pools and spas varies based on use, temperature, sunlight etc.  Initially, you will have to experiment to determine the 
proper amount of chlorine and the correct valve setting required for your pool and filter time cycle.  Using a 20,000 gallon
pool as a guide, we suggest you place about 8 large, slow dissolving Tri-Chlor tablets (or about 4lbs. of small slow dissolve 
tablets or sticks) in your feeder and place the dial valve setting at #3.  (Reduce or increase the amount of chlorine according
to pool size, i.e., 30,000 gallon - add 50% more tablets)  Check chlorine residual daily and adjust dial valve for more or less
chlorine.  Increasing the quantity of chlorine in your feeder will extend the time between exchanging your feeder with 
more chlorine.

EASY-LOCK COVER
To open:
1. Shut off pump and turn DIAL CONTROL VALVE to OFF.  Shut off any other in-line valves to prevent back flow; if applicable.

Wait one minute.
2. Turn the LID counter-clockwise to open. Caution:  do not inhale fumes from chlorine feeder.

To close:
1. Press the LID, with o-ring seal, firmly onto BODY.  Engage the LID threads and turn clockwise to stop lug.
2. Place DIAL CONTROL VALVE to desired setting, open In-line valves and re-start pump.

INSTALLATION OF K-567 (IN-LINE)

1. Your automatic chlorine feeder is for permanent installation in the pool water return line.
2. Always install chlorine feeder after the heater.  If there is no heater, install after the filter.  Damage to the heater or filter

may result if concentrated chlorine is allowed to flow through them.
3. Your automatic chlorine feeder is furnished with 1½” female threads.  Socket adapters may also be used.  Use pipe

thread sealants formulated and approved for the use with plastic connections.  Do not over tighten.
4. The preferred installation is above water level and located in line below filter or heater outlets.  An in-line positive seal

corrosion resistant check valve should be installed to reduce backflow of chlorine gas when the system is shut off.  If
the chlorine feeder must be located below water level, provide check valve to prevent water backflow when  
opening/servicing the unit.

NOTE: Never install chlorine feeder direct into copper plumbing as pipe damage may occur.  If you have brass or bronze
backwash valves, or other sensitive metallic components, consult your dealer for precautions or recommendations
for your particular system.  After starting up system, re-check all connections for leaks.  Re-tighten as required.

PLANNING INSTALLATION OF K-568 (OFF-LINE)

1. Position chlorine feeder on level surface as close to the filter and pump as practical. The preferred installation is above
water level and located in line below filter or heater outlets.  An in-line positive seal corrosion resistant check valve
should be installed to reduce backflow of chlorine gas when the system is shut off.  If the chlorine feeder must be 
located below water level, provide check valve to prevent water backflow when opening/servicing the unit.

2. The inlet connection will be made in the piping after the pump and before the filter.
3. The outlet connection will be made in the piping after the heater.  If no heater, connection will be made after filter.
4. Based on location of #2 and #3, cut tubing to required lengths.  Be sure ends are cut evenly and cleanly.
5. Wrap three wraps of TEFLON TAPE on larger male thread of INLET ADAPTER and thread securely into INLET side of

chlorine feeder (below DIAL CONTROL VALVE). Note: The INLET ADAPTER and OUTLET ADAPTER look similar. The
OUTLET ADAPTER has a check valve (little ball inside) which “clicks” when you shake it.

6. Wrap TEFLON TAPE on larger male thread of OUTLET ADAPTER and thread securely into OUTLET side of chlorine feeder.
7. To connect inlet TUBE to chlorine feeder, place COMPRESSION NUT over inlet TUBE and slide nut up about 2”.  Insert the

TUBE all the way into the adapter socket and – holding TUBE in place – tighten firmly by hand.  Do not over tighten.
8. Make outlet connection in same manner as Step 7.

NOTE: Never install chlorine feeder direct into copper plumbing as pipe damage may occur.  If you have brass or bronze
backwash valves, or other sensitive metallic components, consult your dealer for precautions or recommendations
for your particular system.  After starting up system, re-check all connections for leaks.  Re-tighten as required.

INSTALLING IN PLUMBING LINES OF K-568 (OFF-Line)
The SADDLE FITTINGS and CLAMPS are designed to fit the outer diameter of 1½” or 2” pipe.
1. INLET - Locate inlet connection after pump and before filter as in Step 2.  Drill a 3/8” hole into pipe.  Clean burrs, shavings,

etc.  Fit SADDLE FITTING, with GASKET, into shaped hole in CLAMP and insert into 3/8” hole.  Secure CLAMP
around SADDLE FITTING, GASKET and pipe and tighten securely to achieve a good seal.  Do not over tighten
CLAMP.

2. OUTLET - Locate outlet connection after the heater and after the filter as in Step 3.  Drill a 3/8” hole and install SADDLE
FITTING as in Step 9.

3. Connect plumbing inlet and outlet TUBE with COMPRESSION NUTS as in Step 7.  Do not over tighten.

VACUUMING (only K-568)
When vacuuming, close DIAL CONTROL VALVE to prevent bypass of sediment and possible clogging of control valve.

NEVER USE PETROLEUM TYPE LUBRICANTS ON COVER O-RING. TO LUBRICATE, USE IVORY BAR SOAP OR JACK’S 
NO. 327 LUBE ONLY.

TO REMOVE DIAL CONTROL VALVE
Set pointer to FULL.  Insert screwdriver in slot opposite pointer, lift up and rotate DIAL CONTROL VALVE counter-clockwise.
This allows the lock tab to clear the shoulder of the DIAL CONTROL VALVE.

WINTERIZING
Where freezing temperatures can be expected, drain all water from chlorine feeder (for in-line, permanently installed 
units, remove DRAIN PLUG.  Carefully remove undissolved sticks or tablets, and rinse out chlorine feeder thoroughly with 
water.  Replace LID and engage ½ turn.
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INSTALLATION ET MODE D’EMPLOI
VOTRE CHLORINATEUR AUTOMATIQUE est conçu pour une installation sur le tuyau de retour de votre piscine (K-567) 
ou à côté de votre système de filtration (K-568).  S’il est installé à côté du système de filtration, il fonctionne grâce au 
différentiel de pression du système qui amène l’eau dans le chlorinateur.  Il utilise SEULEMENT des pastilles/bâtons de 
trichlore (trichloro-s-triazinetrione) à dissolution lente, de petite ou grande taille.  Aucun autre produit chimique ne doit 
être utilisé dans votre chlorinateur.  Votre chlorinateur automatique peut contenir jusqu’à 18 grosses pastilles (75mm de 
diamètre) (environ 4kgs) et comporte une vanne de régulation à cadran permettant de réguler le débit d’eau.  Dans des 
conditions normales, le chlorinateur devrait avoir une autonomie en chlore d’au moins deux semaines pour les grandes 
piscines.  Vous pouvez facilement régler la quantité de chlore nécessaire pour maintenir le niveau approprié de résidus de 
chlore dans votre piscine à l’aide du réglage FULL (plus de chlore) et OFF (pas de chlore) et du nombre de pastilles que 
vous mettez dans votre chlorinateur.

PRECAUTION – A LIRE ATTENTIVEMENT
Ce chlorinateur est conçu pour utiliser les pastilles de trichlore (trichloro-s-triazinetrione) à dissolution lente.  NE JAMAIS 
mélanger avec d’autres types de chlore ou de produits chimiques.  Il y a risque d’explosion ou d’incendie.  Prendre toutes 
les précautions pour ouvrir ou manipuler le chlorinateur.  Toujours éteindre la pompe et les vannes avant d’ouvrir.  Ne pas 
inhaler les vapeurs qui se dégagent du chlorinateur.  Protéger les yeux, la peau et les vêtements des produits chimiques à 
chaque manipulation.  NE JAMAIS ouvrir le chlorinateur lorsque la pompe est en marche.  Pour éviter la formation de gaz 
dans le chlorinateur, s’assurer que la vanne de retour est maintenue ouverte sauf lors de l’ouverture ou de la maintenance.  
Toujours lire l’étiquette et suivre attentivement les recommandations du fabricant et du fournisseur de chlore pour garder 
une eau propre et les besoins quotidiens en chlore selon votre piscine et son environnement.

MODE D’EMPLOI
Avant de mettre en marche le chlorinateur, assurez-vous que la piscine est propre et que la concentration de résidus de 
chlore est d’environ 1.1 à 1.5ppm.  Suivre les instructions et les consignes du fournisseur et du fabricant.  Le besoin en chlore 
des piscines et des spas varie selon l’utilisation, la température, le soleil, etc.  Vous devez d’abord déterminer la quantité 
appropriée de chlore, puis régler la vanne à la valeur correcte (nécessaire pour la piscine et pour le cycle du filtre).   Par 
exemple, pour une piscine de 75m3, mettez environ 8 grosses pastilles de trichlore à dissolution lente.  (ou environ 1,8kgs 
de petites pastilles ou bâtons) dans votre chlorinateur et réglez la vanne de régulation à cadran sur 3.  (Diminuez ou 
augmentez la quantité de chlore selon la taille de la piscine, c'est-à-dire pour 110 m3 ajoutez 50% de pastilles en plus)  
Vérifier les résidus de chlore tous les jours et régler la vanne de régulation à cadran pour plus ou moins de chlore.  Une 
quantité plus importante de chlore dans le chlorinateur permettra de le recharger moins souvent.

COUVERCLE A FERMETURE FACILE
Pour ouvrir:
1. Arrêter la pompe et mettre la VANNE DE REGULATION A CADRAN sur OFF.  Eteindre toutes les autres vannes en série

(s’il y en a) pour éviter le reflux.  Attendre une minute.
2. Tourner le couvercle dans le sens inverse des aiguilles d’une montre pour ouvrir.  Attention:  ne pas inhaler les vapeurs

qui se dégagent du chlorinateur.
Pour fermer:
1. Placer le couvercle fermement avec le joint torique sur le corps central.  Visser le couvercle dans le sens des aiguilles d’une montre.
2. Tourner la VANNE DE REGULATION A CADRAN au réglage désiré.  Ouvrez les vannes en série (s’il y en a) et remettez la

pompe en marche.

INSTALLATION DU K-567 (En-ligne)

1. Votre chlorinateur automatique est conçu pour une installation permanente sur le tuyau de retour de votre piscine.
2. Toujours installer le chlorinateur après le réchauffeur.  S’il n’y a pas de réchauffeur, l’installer après le filtre.  Si une

concentration de chlore passe par le filtre ou le réchauffeur, ceux-ci peuvent être endommagés.
3. Votre chlorinateur automatique est fourni avec des filetages femelles de 38 mm.  Des adaptateurs femelles peuvent

être également utilisés.  Utiliser des enduits d’étanchéité formulés et homologués pour une utilisation avec des raccords
plastiques.  Ne pas trop serrer.

4. L’installation idéale est au-dessus du niveau de l’eau et en série après le filtre et le réchauffeur.  Une vanne de contrôle
résistant à la corrosion peut être installée afin de réduire le rejet de vapeur de chlore  quand le système est éteint.  Si le
chlorinateur est installé en dessous du niveau d’eau,  prévoir une vanne de contrôle afin d’éviter le reflux d’eau lors
de l’ouverture ou de la révision de l’appareil.
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K-567 / K-568
Made in China

• 9lb inline chlorine feeder
• Dispenseur de chlore en ligne 4kg

• 9lb outline chlorine feeder
• Dispenseur de chlore hors ligne 4kg
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